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SMART LIGHTING

LED Smart Lights
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SMTNova SMART LIGHTS

NO HUB
REQUIRED

SMTNOVA1

• LED dimmable Tri-CCT+RGB smart downlight
• Input voltage range: 220-240V 50Hz
• Inbuilt constant current LED driver included
• Housing: plastic & aluminium
• Faceplate: PC
• Heatsink: aluminium
• Frosted Diffuser 
• LED chips: SMD2835
• CRI: ≥80
• Power factor: ≥0.5
• Ambient temperature: -20 to 400C
• Flex & Plug: 1m
• Suitable for dimming via app
• Colour changeable via app
• Suitable for 2-way switching
• Double insulated

Part No. Description Kelvin Lumens Watt Dimensions Cut Out Carton 
QTY

SMTNOVA1 D/L LED SMART WH RND DIMM 
TRI+RGB

RGB+ 
3000-
6500K

750lm-3000K
820lm-6500K

60lm-Red
45lm-Blue

190lm-Green

9W Ø115x58mm Ø90mm 1/48

LED Smart         Downlight
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SMTOys SMART LIGHTS

LED Smart         OYSTER LIGHT NO HUB
REQUIRED

•  Input voltage range: 220-240V 50/60Hz
•  Inbuilt constant current LED driver included
•  Housing: powder coated iron
•  Mounting plate: iron
•  Heatsink: iron & aluminium
•  Diffuser: PMMA
•  Frosted Diffuser 
•  LED chips: SMD2835
•  CRI: ≥80
•  Power factor: ≥0.9
•  Ambient temperature: -20 to 400C
•  Suitable for dimming via app
•  Colour changeable via app
•  Suitable for 2-way switching
•  Double insulated

SMTOYS1

Part No. Description Kelvin Lumens Watt Dimensions Base Carton 
QTY

SMTOYS1 OYSTER LED SMART WH RND 
DIMM RGB TRI CCT

RGB+
3000-
6500K

1350-1550lm 18W Ø340x85mm Ø300mm 1/8
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SMTGU10 SMART LIGHTS

LED Smart         GU10 GLOBE

•  Input voltage range: 220-240V 50/60Hz
•  Shade & diffuser: plastic 
•  Heat sink: PBT
•  LED chips: 20pcs SMD2835
•  CRI: ≥80
•  Power factor: 0.5
•  Ambient temperature: -20 to 400C
•  Suitable for dimming via app
•  Colour changeable via app

NO HUB
REQUIRED

Part No. Description Kelvin Lumens Watt Dimensions Carton 
QTY

SMTGU101 GLOBE LED SMART GU10 5W RGB 
TRI CCT

RGB+
3000-
6000K

360-450lm -3000K
400-500lm -4000K
400-500lm -6000K

5=25W Ø50x53.8mm 1/50

COMING SOON
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SMTGLS SMART LIGHTS

LED Smart         GLS GLOBE

•  Input voltage range: 220-240V 50/60Hz
•  Inbuilt constant current LED driver included
•  Housing: plastic & aluminium
•  Diffuser: plastic
•  Frosted Diffuser 
•  LED chips: 20pcs SMD2835
•  CRI: ≥80
•  Power factor: ≥0.5
•  Ambient temperature: -20 to 400C
•  Suitable for dimming via app
•  Colour changeable via app
•  Suitable for 2-way switching
•  Suitable for use with sensor

SMTGLS1 SMTGLS2

NO HUB
REQUIRED

Part No. Description Base Kelvin Lumens Watt CRI Dimensions Carton 
QTY

SMTGLS1 GLOBE LED SMART ES GLS 
10W RGB TRI CCT E27 RGB+

3000K- 
6000K

700-800lm -3000K
750-880lm -4000K
750-880lm -6000K

8=40W ≥80 Ø60x108mm 1/50

SMTGLS2 GLOBE LED SMART BC GLS 
10W RGB TRI CCT B22 8=40W ≥80 Ø60x106mm 1/50

COMING SOON


